06 ELECTRIC FUEL
SUCTION PUMP

07 FINE FUEL FILTER

08 OIL LEVEL

Ug OIL FILLING PORT

COMPACT EXCAVATOR

UPTO

YEARS

OF WARRANTY

STANDARD FOR ALL
SUNWARD PRODUCTS

Best Value for Money
fromAto Z

The SWE 20F's expert design includes

a well-thought-out selection of components
that streamline operation and maintenance. Our
design choices result in a machine that provides

so many standard features, premium-brand

key components, and capabilities ... at a good
price. And furthermore, Sunward'’s own genuine
spare parts are economical as well - and all of
this best value for money is crowned by a 3-year
standard warranty.




Jirect Support within Europe

Sunward’s European headquarters are strategically located in Beringen, Belgium, in the heart of Europe: 45 minutes from Brussels International
Airport and 60 minutes from the port of Antwerp.

Machines & Parts -
Readily available

From its Beringen headquarters, Sunward Europe
can ensure rapid delivery of machines and spare
parts everywhere in Europe. Sunward machines
and parts enjoy exceptional availability. Machines
can be delivered very quickly from local dealers,
and Sunward machine operators benefit from
guick and easy access to a large parts distribution

center in Beringen. Sunward Europe guarantees an

availahility rate of 95% for its spare parts. i® . PARTS CAN BE DELIVERED
7| WITHIN 24 HOURS

Dealers all over Europe, UK
and Middle-East

Dealers are at the heart of Sunward’s passion for
continuous improvement. Our dealers’ knowledge is
areal asset - their feedback from serving local market
needs enhances our engineering and design innovations.
Sunward's innovations create value — for machine
operators and, ultimately, for our dealers.

Sunward provides Best Value for Money products to
dealers and operators in a number of ways, especially
through our Dealers’ Parts Warehouse (DPW).




COMPACT EXCAVATOR

EQUIPMENT

The standard and optional equipment varies from country to country. For more information, please contact us.

STANDARD EQUIPMENT OPTIONAL EQUIPMENT

AM/FM radio O
Cup holder L4
Seat with shock ahsorher °
Warming System L4
Engine meso-position start system °
Retractable harness O
FOPS/TOPS cah O
Windscreen washer and wiper °
Rearview mirror L
Cigarette lighter °
Travel alarm O
260 mm hucket i
380 mm bucket L4
FRONT 1000 mm hucket °
WORKING 1150 mmarm °
DEVICES Breaker piping L4
Auxiliary piping L4
Hydraulic Quick Hitch piping °
230 mm rubber track ©
230 mm steel track i
Expanded undercarriage O
Extendable blade L
0il filter o
Fuel filter O
Fuel-water separator L4
Air filter o
Radiator o
Alternator ©
Expansion tank L4
Electronic fuel pump L4
Muffler L4
Hydraulic pilot control °
Parking-upon-swing brake °
Parking-upon-traveling brake °
2;2?3\;]“[: Dual-speed traveling system L4
Automated gear shift system L4
Boom safety valve °
6 auxiliary lines L4
Boom light L4
— Front cah light L4
LIGHTS Warning light for closed cab version °
Warning light for canopy version °
Rear light °




TECHNICAL PARAMETERS

TYPE OF CAB
BUCKET CAPACITY
BUCKET WIDTH, STD.
MACHINE WEIGHT
DIMENSIONS

ENGINE

UNDERCARRIAGE

SWING SPEED
GROUND PRESSURE

DOZER SIZE

HYDRAULIC PUMPS

SWING MOTOR

TRAVEL MOTOR

FUEL TANK CAPACITY
HYDRAULIC OIL TANK CAPACITY

DIMENSIONS

Cab/canopy

0.04m?

380 mm

1840-1940kg

Overall dimension (L x W x H) 3820x990x2210 mm
Brand YANMAR
Model 3TNVBOF-SSSU
Emission rating EU Stage V
Displacement 1.267L
Output 13.4/2200 kW/rpm
Type Rubber track
Rubber shoe width 230 mm
Track length 1555 mm
Length to center of rollers 1210 mm
Length to center of track 760/1130 mm
Traveling speed (High/Low) 3.5/2km/h
Gradeahility 30deg
10rpm

30 kpa

Width 990/1360 mm
Height 267 mm
Lifting capacity (Height/Depth) 295/360 mm

Type 2 variable plunger pumps, 1gear pump, 1pilot gear pump
Flow rate 2*21+13.2+6 L/min
Hydraulic pressure 21+16 MPa

Plunger motor

2-speed plunger motor

23L

351

990/1360



COMPACT EXCAVATOR

WORKING RANGE

Max. cutting height 3770 mm
Max loading height 2720 mm
Max digging depth 2380 mm
Max digging reach 4040 mm
WORKING RANGES Boom swing angle (Left/Right) 75/50°
Front swing radius 1565 mm E
Tail swing radius 1120 mm 5
Max digging force (Arm) 9.83kN N
Max digging force (Bucket) 22.7kN
2
N

3945

4040

LIFTING CAPACITY

Lift Point Lift Point radius (MAX) Lift Point radius (3.0 m) Lift Point radius (2.0 m)
Height (m) Over-front (kg) Over-side (kg) Over-front (kg) Over-side (kg) Over-front (kg) Over-side (kg)

261.00* 265.40% 248.00* 256.70* = -
15 269.70* 274.10% 274.10% 278.40% 469.80* 478.50*
0 313.20* 313.20* 352.40* 356.70* 587.30* 587.30*
-1.0 326.30* 321.90* = - 465.5* 469.8*

Notes:

1. Load with * is limited by hydraulic capacity and based on IS0 10567. Rated loads do not exceed 87% of hydraulic capacity.
2.Load without * is limited by tipping load and based on IS0 10567. Rated loads do not exceed 75% of tipping capacity.

3. A: distance from center of rotation to perpendicular of weight; B: distance hetween bucket hinge pin and ground level.

lift point radius Axis of Rotation

lift point

lifting point height




Sunward has one or more dealers
in each of these o countries.

Please check our website for our current list of dealers.

SUNWARD EUROPE HEAVY INDUSTRY N.V

& Nijverheidsark 3, 3580 R, +32(0) 11434666

Beringen B info.eu@sunward.cc

Belgium @ www.sunwardeurope.com

DEALER CONTACTS

Specifications may change and this brochure may not reflect the latest specifications. Photographs in this brochure may not reflect market configuration. Please consult your dealer to confirm specifications and configurations.
Allrights of thisbrochure are reserved to Sunward International Sales. Please consult the operator’'s manual before use of any Sunward equipment.
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